
--------------------------------------------
Fully Bonded :
-----------------------------------------
Nailed:
-----------------------------------------
Floated on underlay:
-----------------------------------------
Over Underfloor Heating: Yes 
-----------------------------------------

INSTALLATION METHODS 

PRODUCT DETAILS

MODENA TECHNICAL DATA SHEET 

This technical documentation has been authored by THE HARDWOOD
FLOOR COMPANY. All information provided in this document is accurate at
the time of writing and publication. However, the company retains the
right to modify the specifications of this product without advance notice
to external parties. The images included in this document are for
illustrative purposes only, and no rights can be inferred from them. Please
be aware of the dynamic nature of our product development, and any
alterations will be made without prior notification.

--------------------------------------------
Product Code:
--------------------------------------------
Species: European Oak (Quercus Petreae)
--------------------------------------------
Thickness: 16/4mm 20/6mm
--------------------------------------------
Widths: 160 / 190 / 220 / 250 / 300mm
--------------------------------------------
Lengths: Variable from 600mm to 2,450mm.
70% > 2,000mm
--------------------------------------------
Construction: Engineered
--------------------------------------------
Profile: T&G
--------------------------------------------
Moisture Content: KD 7-9%
--------------------------------------------
Edges: Micro bevel on all 4 sides (GO4)
--------------------------------------------
Grade: Original (no sap), Noblesse (others
available on request)
--------------------------------------------
Finish: Brushed, UV Hardwax Extra White Oil
--------------------------------------------
Maintenance: Access detailed maintenance
instructions and resources on our website.
--------------------------------------------


